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Pedoc Power Solutions

Specifications
Power Pedestal, Standard

Surface Mount

60 Amp max. ratingAmperage

304 Stainless Steel: 14-gauge body, 7-gauge base; optional upgrade to 316Material

Welded pedestal body and integral baseConstruction

Outdoor rated powder coat paint (standard and custom), brushed 
stainlessFinishes

6”, 12”, 18", 24“, 30", 36", 42“, 48"Heights

5” wide by 2-1/2” deep; 8” diameter baseDimensions

Not supplied; 15-20A devices should be weather-resistant and used with an 
in-use cover; 30-60A devices to be watertightDevices

Mounting holes for weatherproof covers provided; covers not suppliedCovers

Pre-installed SS grounding hardware; concrete anchoring hardware 
includedHardware

May be ordered with a divider for high and low voltage (data) devicesApplication

Option for custom colorsCustomization

Open base to accommodate two 1-1/2" conduit racewaysInstallation

6” and 12” heights suitable for non-3R installations onlyAdditional

7-Gauge Welded Stainless Steel 
Base; Concrete Anchors Included

14-Gauge Stainless 
Steel Construction

Pre-drilled holes for 
standard  electrical 
devices and covers

Grounding Hardware 
Included (not shown)

1-, 2-Gang Standard, Surface Mount, 60 Amp Max

cULus Listed: Standard 1773. Rated NEMA 3R. ADA compliant heights available.

48" Height42" Height36" Height30" Height24" Height18" Height12" Height6" HeightFinish
Device 

Opening

1P48-C-HZ-B1P42-C-HZ-B1P36-C-HZ-B1P30-C-HZ-B1P24-C-HZ-B 1P18-C-HZ-B1P12-C-HZ-B1P6-C-HZ-B Black

1P48-C-HZ-G1P42-C-HZ-G1P36-C-HZ-G1P30-C-HZ-G1P24-C-HZ-G1P18-C-HZ-G1P12-C-HZ-G1P6-C-HZ-GGray

1P48-C-HZ-BRZ1P42-C-HZ-BRZ1P36-C-HZ-BRZ1P30-C-HZ-BRZ1P24-C-HZ-BRZ1P18-C-HZ-BRZ1P12-C-HZ-BRZ1P6-C-HZ-BRZBronze

1P48-C-HZ-GN1P42-C-HZ-GN1P36-C-HZ-GN1P30-C-HZ-GN1P24-C-HZ-GN1P18-C-HZ-GN1P12-C-HZ-GN1P6-C-HZ-GNGreen

1P48-C-HZ-BR1P42-C-HZ-BR1P36-C-HZ-BR1P30-C-HZ-BR1P24-C-HZ-BR1P18-C-HZ-BR1P12-C-HZ-BR1P6-C-HZ-BRBrown

1P48-C-HZ-CSTM1P42-C-HZ-CSTM1P36-C-HZ-CSTM1P30-C-HZ-CSTM1P24-C-HZ-CSTM1P18-C-HZ-CSTM1P12-C-HZ-CSTM1P6-C-HZ-CSTMCustom

1P48-SS-HZ1P42-SS-HZ1P36-SS-HZ1P30-SS-HZ1P24-SS-HZ 1P18-SS-HZ1P12-SS-HZ1P6-SS-HZ Brushed S.S.

1P48-C-V-B1P42-C-V-B1P36-C-V-B1P30-C-V-B1P24-C-V-B1P18-C-V-B1P12-C-V-B1P6-C-V-BBlack

1P48-C-V-G1P42-C-V-G1P36-C-V-G1P30-C-V-G1P24-C-V-G1P18-C-V-G1P12-C-V-G1P6-C-V-GGray

1P48-C-V-BRZ1P42-C-V-BRZ1P36-C-V-BRZ1P30-C-V-BRZ1P24-C-V-BRZ1P18-C-V-BRZ1P12-C-V-BRZ1P6-C-V-BRZBronze

1P48-C-V-GN1P42-C-V-GN1P36-C-V-GN1P30-C-V-GN1P24-C-V-GN1P18-C-V-GN1P12-C-V-GN1P6-C-V-GNGreen

1P48-C-V-BR1P42-C-V-BR1P36-C-V-BR1P30-C-V-BR1P24-C-V-BR1P18-C-V-BR1P12-C-V-BR1P6-C-V-BRBrown

1P48-C-V-CSTM1P42-C-V-CSTM1P36-C-V-CSTM1P30-C-V-CSTM1P24-C-V-CSTM1P18-C-V-CSTM1P12-C-V-CSTM1P6-C-V-CSTM Custom

1P48-SS-V1P42-SS-V1P36-SS-V1P30-SS-V1P24-SS-V1P18-SS-V1P12-SS-V1P6-SS-VBrushed S.S.

2P48-C-B2P42-C-B2P36-C-B2P30-C-B2P24-C-B2P18-C-B2P12-C-B2P6-C-BBlack

2P48-C-G2P42-C-G2P36-C-G2P30-C-G2P24-C-G2P18-C-G2P12-C-G2P6-C-GGray

2P48-C-BRZ2P42-C-BRZ2P36-C-BRZ2P30-C-BRZ2P24-C-BRZ2P18-C-BRZ2P12-C-BRZ2P6-C-BRZBronze

2P48-C-GN2P42-C-GN2P36-C-GN2P30-C-GN2P24-C-GN2P18-C-GN2P12-C-GN2P6-C-GNGreen

2P48-C-BR2P42-C-BR2P36-C-BR2P30-C-BR2P24-C-BR2P18-C-BR2P12-C-BR2P6-C-BRBrown

2P48-C-CSTM2P42-C-CSTM2P36-C-CSTM2P30-C-CSTM2P24-C-CSTM2P18-C-CSTM2P12-C-CSTM2P6-C-CSTMCustom

2P48-SS2P42-SS2P36-SS2P30-SS2P24-SS2P18-SS2P12-SS2P6-SSBrushed S.S.

2P48-C-D-B2P42-C-D-B2P36-C-D-B2P30-C-D-B2P24-C-D-B2P18-C-D-B2P12-C-D-B2P6-C-D-BBlack

2P48-C-D-G2P42-C-D-G2P36-C-D-G2P30-C-D-G2P24-C-D-G2P18-C-D-G2P12-C-D-G2P6-C-D-GGray

2P48-C-D-BRZ2P42-C-D-BRZ2P36-C-D-BRZ2P30-C-D-BRZ2P24-C-D-BRZ2P18-C-D-BRZ2P12-C-D-BRZ2P6-C-D-BRZBronze

2P48-C-D-GN2P42-C-D-GN2P36-C-D-GN2P30-C-D-GN2P24-C-D-GN2P18-C-D-GN2P12-C-D-GN2P6-C-D-GNGreen

2P48-C-D-BR2P42-C-D-BR2P36-C-D-BR2P30-C-D-BR2P24-C-D-BR2P18-C-D-BR2P12-C-D-BR2P6-C-D-BRBrown

2P48-C-D-CSTM2P42-C-D-CSTM2P36-C-D-CSTM2P30-C-D-CSTM2P24-C-D-CSTM2P18-C-D-CSTM2P12-C-D-CSTM2P6-C-D-CSTMCustom

2P48-SS-D2P42-SS-D2P36-SS-D2P30-SS-D2P24-SS-D2P18-SS-D2P12-SS-D2P6-SS-DBrushed S.S.

1-Gang Horiz.
(HZ)

1-Gang Vert. 
(V)

2-Gang Div.
(high/low volt)

2-Gang

Part Numbers

Finishes:

Brushed S.S. (SS)Custom (CSTM)Brown (BR)Green (GN)Bronze (BRZ)Gray (G)Black (B)


